
MNTPLUS CBN

MACHINE &
MACHINED MATERIALS:

TOOLS:

DESCRIPTION:

INDUSTRY:

Hardened stainless steel (HRc 52-62) like for
example 1.4109 or 1.4112

Flute grinding of rotary tools is used to shape the chip
spaces (flutes) on cylindrical tool blanks (e.g. drills, milling
cutters). It is usually carried out after cylindrical grinding
of the blanks and before cutting edge machining.

Achieve high feed rates while minimizing abrasive
wear and burr formation, ensuring efficient and
precise results

Less effort required for deburring

Select the desired diameter, angle and radius

Optimized performance:

Efficiency:

Flexible customization:

All Tool grinding machines (Walter Helitronic,
Anca FX/GCX, Schneeberger Aries/Norma)

FEATURES &
BENEFITS:

DISCOVER OUR
BEST SOLUTIONS

35m/s

120-150mm/min

In one pass

1.5-6mm

779939 4V1 30° Ø75 U4 X5 T6 B91 240V B91 MNTplus
779931 4V1 60° Ø75 U4 X5 T6 B91 240V B91 MNTplus
Peripheral speed of the grinding wheel:

Feed rate depending on drill diameter:

Infeed depth:

Drill diameter:

DIAMETAL
ABRASIVES
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