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D1 L1 D2 L2 α DWS
Art. N°

0.23 1.50 3 39 130° 439665
0.28 1.80 3 39 130° 439787
0.32 1.80 3 39 130° 439788
0.41 2.70 3 39 130° 439789
0.44 2.70 3 39 130° 455743
0.50 3.20 3 39 130° 439790
0.53 3.20 3 39 130° 455744
0.58 3.60 3 39 130° 439791
0.62 3.90 3 39 130° 455745
0.66 3.90 3 39 130° 439792
0.71 4.50 3 39 130° 455746
0.74 4.50 3 39 130° 439793
0.75 4.50 3 39 130° 439794
0.80 5.00 3 39 130° 455747
0.82 5.00 3 39 130° 439795
0.88 5.70 3 39 130° 455748
0.95 5.70 3 39 130° 439796
1.02 6.50 3 39 130° 439797
1.08 7.30 3 39 130° 455749
1.10 7.30 3 39 130° 439798
1.18 8.20 3 39 130° 439799
1.25 8.20 3 39 130° 456100
1.30 8.20 3 39 130° 439800
1.45 9.20 3 39 130° 456101
1.50 9.20 3 39 130° 439801
1.65 11.20 3 39 130° 439802
1.75 11.20 3 39 130° 443382
1.80 11.20 3 39 130° 443383
1.90 11.20 3 39 130° 439803
2.10 12.50 3 39 130° 439804
2.15 12.50 3 39 130° 439805
2.25 12.50 3 39 130° 443384
2.30 12.50 3 39 130° 443385
2.40 12.00 3 39 130° 455750
2.55 14.00 3 39 130° 439806
2.65 14.00 3 39 130° 443386
2.80 14.00 3 39 130° 455751
2.90 15.00 6 66 140° 443387
3.30 17.00 6 66 140° 443388
3.50 18.00 6 66 140° 443389
4.20 21.00 6 74 140° 443390
4.50 23.00 6 74 140° 443391
5.00 25.00 6 82 140° 443392
5.30 27.00 6 82 140° 443393
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Autres dimensions et revêtements sur demande
Altre dimensioni e rivestimenti su richiesta
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DIAthread

Vc [m/min] fu [mm]

Ø 0.23 - 0.50 Ø 0.51 - 1.00 Ø 1.01 - 2.55 Ø 2.90 - 5.30 Ø 0.23 - 0.50 Ø 0.51 - 1.00 Ø 1.01 - 2.55 Ø 2.90 - 5.30

6 - 12 12 - 35 35 - 60 60 - 110 0.004 - 0.008 0.008 - 0.015 0.015 - 0.030 0.070 - 0.130

6 - 12 12 - 35 35 - 60 60 - 110 0.004 - 0.008 0.008 - 0.015 0.015 - 0.030 0.070 - 0.130

6 - 12 12 - 35 35 - 60 60 - 110 0.004 - 0.008 0.008 - 0.015 0.015 - 0.030 0.070 - 0.130

4 - 9 9 - 25 25 - 50 50 - 90 0.003 - 0.006 0.006 - 0.014 0.014 - 0.028 0.060 - 0.120

3 - 6 6 - 20 20 - 40 40 - 60 0.002 - 0.005 0.005 - 0.011 0.011 - 0.023 0.050 - 0.100

4 - 9 9 - 25 25 - 50 40 - 60 0.002 - 0.005 0.005 - 0.012 0.012 - 0.024 0.050 - 0.080

4 - 9 9 - 25 25 - 50 40 - 60 0.002 - 0.005 0.005 - 0.012 0.012 - 0.024 0.050 - 0.080

3 - 6 6 - 20 20 - 35 40 - 60 0.002 - 0.004 0.004 - 0.009 0.009 - 0.022 0.050 - 0.080

6 - 12 12 - 35 35 - 60 60 - 90 0.004 - 0.008 0.008 - 0.015 0.015 - 0.030 0.100 - 0.150

7 - 19 19 - 45 45 - 80 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

6 - 15 15 - 35 35 - 65 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

7 - 18 18 - 40 40 - 70 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

6 - 15 15 - 35 35 - 65 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

6 - 15 15 - 35 35 - 65 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

5 - 10 10 - 25 25 - 50 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

5 - 10 10 - 25 25 - 50 90 - 170 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.090 - 0.150

6 - 12 12 - 35 35 - 60 90 - 170 0.004 - 0.008 0.008 - 0.016 0.016 - 0.032 0.090 - 0.150

5 - 9 9 - 18 18 - 35 35 - 55 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.030 - 0.060

5 - 9 9 - 18 18 - 35 35 - 55 0.003 - 0.006 0.006 - 0.012 0.012 - 0.024 0.030 - 0.060

3 - 6 6 - 12 12 - 20 35 - 55 0.002 - 0.005 0.005 - 0.009 0.009 - 0.015 0.030 - 0.060

3 - 6 6 - 12 12 - 20 25 - 40 0.002 - 0.005 0.005 - 0.009 0.009 - 0.015 0.030 - 0.060
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Valeurs indicatives
Valori indicativi

Paramètres de coupe
Parametri di taglio


