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D1
h10

L1 D2
h6

L2 D3 L3 C Z DWS
Art. N°

D1
h10

L1 D2
h6

L2 D3 L3 C Z DWS
Art. N°

3.00 8.00 6 58 - - 0.05x45° 4 443702
4.00 11.00 6 58 - - 0.05x45° 4 443704
5.00 13.00 6 58 - - 0.05x45° 4 443706

4.00 11.00 4 51 3.80 16.00 0.05x45° 4 443703
5.00 13.00 5 51 4.80 18.00 0.05x45° 4 443705
6.00 13.00 6 58 5.70 20.00 0.05x45° 4 443707

P1 P2 P3 P4 P5 M1 M2 M3 K1 N1 N2

N3 N4 N5 N6 N7 N8 S1 S2 S3 H1 H2

MI0114-NR01103

MI0115-NR01103

Hochleistungsfräser
High performance end mill

Weitere Beschichtungen oder kundenspezifi sche Lösungen auf Anfrage
Other coatings or customized solutions are available on request
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DIAmill

fz [mm]

Vc [m/min] Ø 3.00 Ø 4.00 Ø 5.00 Ø 6.00

140 - 170 0.015 0.020 0.030 0.045

140 - 170 0.015 0.020 0.030 0.045

140 - 170 0.015 0.020 0.030 0.045

120 - 150 0.015 0.020 0.030 0.045

90 - 120 0.010 0.020 0.030 0.040

50 - 70 0.010 0.020 0.030 0.040

40 - 60 0.010 0.020 0.030 0.040

40 - 60 0.010 0.020 0.030 0.040

140 - 170 0.015 0.020 0.030 0.045

600 - 800 0.015 0.020 0.035 0.050

600 - 800 0.015 0.020 0.035 0.050

400 - 500 0.015 0.020 0.035 0.050

400 - 500 0.015 0.020 0.035 0.050

350 - 450 0.015 0.020 0.035 0.050

200 - 300 0.015 0.020 0.035 0.050

200 - 300 0.015 0.020 0.035 0.050

500 - 600 0.015 0.020 0.035 0.050

30 - 50 0.010 0.012 0.015 0.020

30 - 50 0.010 0.012 0.015 0.020

30 - 50 0.010 0.012 0.015 0.020

30 - 50 0.010 0.012 0.015 0.020

ISO

P1

P2

P3

P4

P5

M1

M2

M3

K1

N1

N2

N3

N4

N5

N6

N7

N8

S1

S2

S3

H1

H2

ap ≤2xD1 ap ≤1.5xD1 ap ≤2xD1

ae ≤0.5xD1 ae 1xD1 ae ≤0.1xD1

Vc x1 Vc x0.9 Vc x1.2

fz x1 fz x0.8 fz x1.2

MI0114-NR01103 / MI0115-NR01103
Schnittparameter
Cutting parameters

Richtwerte
Indicative values

Anwendung
Application

Funktion
Function

Eckfräsen
Side Milling

Nutenfräsen
Slotting

Trochoidalfräsen
Trochoidal milling
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D1
h10

L1 D2
h6

L2 D3 L3 C Z DWT
Art. N°

D1
h10

L1 D2
h6

L2 D3 L3 C Z DWT
Art. N°

3.00 8.00 6 58 - - 0.05x45° 3 443708
4.00 11.00 6 58 - - 0.05x45° 3 443709
5.00 13.00 6 58 - - 0.10X45° 3 443710

6.00 13.00 6 58 5.70 20.00 0.10X45° 3 443711

P1 P2 P3 P4 P5 M1 M2 M3 K1 N1 N2

N3 N4 N5 N6 N7 N8 S1 S2 S3 H1 H2

MI0114-SR01104

MI0115-SR01104

Weitere Beschichtungen oder kundenspezifi sche Lösungen auf Anfrage
Other coatings or customized solutions are available on request

Hochleistungsfräser
High performance end mill

VHM

L2

D
2

L1

D
1

L3

D
3

C



49© Copyright 2026 DIAMETAL Group

DIAmill

fz [mm]

Vc [m/min] Ø 3.00 Ø 4.00 Ø 5.00 Ø 6.00

140 - 170 0.015 0.020 0.030 0.045

600 - 800 0.015 0.020 0.035 0.050

600 - 800 0.015 0.020 0.035 0.050

400 - 500 0.015 0.020 0.035 0.050

400 - 500 0.015 0.020 0.035 0.050

350 - 450 0.015 0.020 0.035 0.050

200 - 300 0.015 0.020 0.035 0.050

200 - 300 0.015 0.020 0.035 0.050

500 - 600 0.015 0.020 0.035 0.050

ap ≤1.5xD1 ap ≤1xD1 ap ≤1.5xD1

ae ≤0.25xD1 ae 1xD1 ae ≤0.25xD1

Vc x1 Vc x0.8 Vc x1

fz x1 fz x1 fz x1

ISO

P1

P2

P3

P4

P5

M1

M2

M3

K1

N1

N2

N3

N4

N5

N6

N7

N8

S1

S2

S3

H1

H2

MI0114-SR01104 / MI0115-SR01104
Schnittparameter
Cutting parameters

Richtwerte
Indicative values

Anwendung
Application

Funktion
Function

Eckfräsen
Side Milling

Nutenfräsen
Slotting

Trochoidalfräsen
Trochoidal milling


